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Single-Use Flexible Uretero-Renoscope

Technical Specifications

Pixels: 160K A n

Field of view: 120°

Depth of view: 3 - 50 mm EndOSCOpe

lllumination: optical fiber

Optical System

Maximum outer diameter: 9 Fr

| u
Insertion Tube Working length: 650 mm S o I u tl O n

Instrument Channel Working channel: 3.6 Fr

Bending Section Angulation range: up 285° / down 285° C O m pa n y
Photo

Function Video

White Balance No Compromise

Storage: 16 GB
AV
HDMI
Connections VGA
DVI
SDI

No Repairs

No Sterilization

Always Available

Cost Effective

Shenzhen HugeMed
Medical Technical Development Co.,Ltd

Add: 8F,Block A, Tempus Building,1st Qingshuihe Road,
Luohu District Shenzhen City, Guangdong, China

Tel: +86-755-2227 5866

+86-755-8226 7820

Fax: +86-755-2227 5833

Email: sale@hugemed.net

www.hugemed.net




EndoView HU3

Single-Use Uretero-Renoscope Challenging Anatomy

Passive Bending

HugeMed all-in-one system, always be

ready for portable image processor

Dual Buttons Self Locker

For snap / Video capture For reducing surgeon fatigue

285°

Up/Down

. True 1:1

Torque ratio

285°

Excellent

Deflection Flexible Sheath )

3.6 Fr working channel
For easier navigation of

lower pole
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